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MS Series  

Tabletop Banders  

¶ Easy to startup, operate, and maintain  

¶ No warm up time required (impulse heat)  

¶ Long roll dispenser stand available  

¶ Runs clear plastic, brown and white paper  

¶ Available in 20mm, 30mm, and 50mm models  

¶ Up to 26 bands per minute  

Shown with optional large roll stand 

20, 30 & 50mm models 
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MS Series  

The MS series of banding machines offer superior reliability in a table top model.  This light weight, 

portable unit provides reliable heat seal banding using either paper and plastic banding materials.  

The ease of operation, service and maintenance makes banding easy.  Standard features include: 

¶ Adjustable Tension - featuring an extremely low tension setting for delicate products 

¶ Adjustable impulse heat seal temperature 

¶ Requires no warm up time 

¶ Energy is not wasted heating the sealing head between cycles 

¶ Auto cycle via product presence sensor or manual cycle 

¶ Paper and plastic materials are interchangeable with no machine modifications required 

¶ Fixed arch design...banding material can be fed into the arch before product is removed 

Bander:   

Product Bundle Sizes 1.2ò - 16ò (W) x .25ò - 8ò (H) 

Cycle Speed 26 Bundles per Minute 

Tape Width 20mm,30mm & 50mm 

Bundling Tension Freely Adjustable 

Dimensions See above diagram 

Power Requirements 115  VAC 

Power Consumption 200W 

Weld Method Impulse Heater 

Net Weight 70 lbs. 

* 20mm model                     
+
 50mm model 
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Equipment Specifications  


