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The automatic banding system US-2000 PIC-STA takes over the products from the producing systems by an elevating conveyor belt. 
The intermediate stacker allows a fluent production, in which the products get transported, stacked and clocked to the banding machi-
ne. After the banding, the stack gets pushed out by the following one. With the optionally available glue applicator the holding force 
between slippery products is ensured.

Die automatische Banderolieranlage US-2000 PIC-STA übernimmt mittels Steigband die Produkte direkt von der Produktionsanlage. 
Der Zwischenstapler ermöglicht eine fliessende Produktion, wobei die Produkte gestapelt und getaktet der Banderoliermaschine 
zugeführt werden. Anschliessend erfolgt die Banderolierung und das Ausstossen durch den nachfolgenden Stapel. Optional ist ein 
Leimspender erhältlich, um die Haltekraft zwischen besonders rutschigen Produkten zu gewährleisten. 

 US-2000 PIC-STA

• Inline stacking and banding
• Easy and fast format adjustment
• Input rate 120 products/min. depending on stacks
• Capacity and efficiency improvements for food packaging

• Inline Stapeln und Banderolieren
• Einfache, schnelle Formatumstellung
• Zuführleistung je nach Stapel bis 120 Produkte/Min.
• Kapazitäts- und Effizienzsteigerung für Foodverpackungen
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Also available with glue applicatorto support the holding force between slippery products
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